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Grease Interceptors

Section 1014

Requirements

1. Anywhere grease is introduced and All Food Service 

Requirements require waste pre-treatment

2. GI must be sized per code

3. All fixtures and equipment in food prep areas connect to GI

4. GD installed thru an HGI require solids interceptor 

upstream of HGI inlet

5. Structural conditions may allow any combo of HGI, GI, or 

engineered system

6. Grease pretreatment is not required for dwelling units or 

private living quarters

7. Ice wells and condensate drains permitted to drain thru HGI 

or GI

8. Bathroom fixtures including FDs not allowed

9. All fixtures trapped and vented individually



Hydromechanical Grease Interceptors

1. Readily accessible and visible location for vented flow 

controls

2. Flow controls designed not greater than rated flow of 

HGI

3. Flow controls- no adjustable or removable parts

4. No system vent between flow control and HGI inlet

5. Flow control vent may connect to system vents or 

terminate to outside

6. Flow control vent may not terminate in occupied 

space

7. HGI with integral flow control or restricting device 

must be accessible

8. Fixture volume in gallons may not exceed 2 ½ times 

the gpmof flow rate if interceptor

9. Vent required downstream of HGI per code 

requirements



Gravity Grease Interceptors

1. All fixtures and equipment in food prep areas must drain thru GI

2. Toilets and urinals and similar fixtures not allowed

3. Waste must enter GI thru inlet pipe

4. Designed and constructed per standards or as approved by BO

5. GI accessible for cleaning, inspection and grease removal

6. GI not allowed inside building where food is handled

7. GI as close as practical to fixtures served

8. GI readily accessible to equipment required to service it

9. GI designed to remove grease and retain grease until removal

10.Recommended sampling box on outlet side of GI

11.GI sized per Table 1014.3.6

12.Abandoned GI pumped and filled

13.Abandoned GI inspected






































